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Generally, submission of the informa-
tion in the technical portion of the 
FCC license application is adequate no-
tification. In addition, the applicant 
shall indicate in its application to the 
Commission the date notification was 
made to the Arecibo Observatory. 

(2) After receipt of such applications, 
the Commission will allow the Arecibo 
Observatory a period of 20 days for 
comments or objections in response to 
the notification indicated. The appli-
cant will be required to make reason-
able efforts in order to resolve or miti-
gate any potential interference prob-
lem with the Arecibo Observatory and 
to file either an amendment to the ap-
plication or a modification application, 
as appropriate. If the Commission de-
termines that an applicant has satis-
fied its responsibility to make reason-
able efforts to protect the Observatory 
from interference, its application may 
be granted. 

(3) The provisions of this paragraph 
do not apply to operations that trans-
mit on frequencies above 15 GHz. 

[44 FR 60534, Oct. 19, 1979, as amended at 44 
FR 77167, Dec. 31, 1979; 50 FR 39001, Sept. 26, 
1985; 52 FR 37783, Oct. 9, 1987; 58 FR 44894, 
Aug. 25, 1993; 61 FR 8477, Mar. 5, 1996; 62 FR 
55530, Oct. 27, 1997] 

§§ 21.114–21.115 [Reserved] 

§ 21.116 Topographical data. 
Determining the location and height 

above sea level of the antenna site, the 
elevation or contour intervals shall be 
taken from United States Geological 
Survey Topographic Quadrangle Maps, 
United States Army Corps of Engineers 
maps or Tennessee Valley Authority 
maps, whichever is the latest, for all 
areas for which such maps are avail-
able. If such maps are not published for 
the area in question, the next best 
topographic information should be 
used. Topographic data may sometimes 
be obtained from State and municipal 
agencies. Data from Sectional Aero-
nautical Charts (including bench 
marks) or railroad depot elevations and 
highway elevations from road maps 
may be used where no better informa-
tion is available. In cases where lim-
ited topographic data is available, use 
may be made of an altimeter in a car 
driven along roads extending generally 

radially from the transmitter site. If it 
appears necessary, additional data may 
be requested. United States Geological 
Survey Topographic Quadrangle Maps 
may be obtained from the Department 
of the Interior, Geological Survey, 
Washington, DC 20242. Sectional Aero-
nautical Charts are available from the 
Department of Commerce, Coast and 
Geodetic Survey, Washington, DC 
20230. 

[44 FR 60534, Oct. 19, 1979, as amended at 52 
FR 37783, Oct. 9, 1987] 

§ 21.117 Transmitter location. 

(a) The applicant shall determine, 
prior to filing an application for a 
radio station authorization, that the 
antenna site specified therein is ade-
quate to render the service proposed. In 
cases of questionable antenna loca-
tions, it is desirable to conduct propa-
gation tests to indicate the field inten-
sity which may be expected in the prin-
cipal areas or at the fixed points of 
communication to be served, particu-
larly where severe shadow problems 
may be expected. In considering appli-
cations proposing the use of such loca-
tions, the Commission may require site 
survey tests to be made pursuant to a 
developmental authorization in the 
particular service concerned. In such 
cases, propagation tests should be con-
ducted in accordance with recognized 
engineering methods and should be 
made with a transmitting antenna sim-
ulating, as near as possible, the pro-
posed antenna installation. Full data 
obtained from such surveys and its 
analysis, including a description of the 
methods used and the name, address 
and qualifications of the engineer mak-
ing the survey, must be supplied to the 
Commission. 

(b) The owner of the antenna struc-
ture should locate and construct such 
structure as to avoid making them haz-
ardous to air navigation. (See part 17 of 
this chapter for provisions relating to 
antenna structures.) Such installation 
shall be maintained in good structural 
condition together with any required 
painting or lighting. 

[44 FR 60534, Oct. 19, 1979, as amended at 61 
FR 4365, Feb. 6, 1996] 
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